Vertex Standard

VX-350 Series

VHF/UHF Portable Radios

All-Purpose Radio With A Wide Range
Of Built-In Capabilities

The compact Vertex Standard VX-350 Series gives you a wide
range of operating capabilities and options without paying
extra.

Extended Performance with Li-lon Power
Uses Lithium-lon battery power for greater convenience and productivity...
even with the battery saver turned off.

Easy-To-Carry Compact Size
The small size is ideal for users that don’t want a radio that gets in the way and
is easy to conceal when necessary.

When Safety Counts

Includes built-in Emergency notification that will switch to a designated channel,
send an emergency unit ID and transmit with a live microphone, an added
benefit when working alone.

Prevent Unauthorized Use

If lost or stolen, the VX-350 Series can be quickly disabled remotely by sending a
Stun command for temporary disabling or Kill command to permanently disable
the radio (must be returned and re-programmed before using again).

Easily Integrate with Existing MDC System
Add the optional VME-100 board to make the VX-350 radio compatible for use
with the rest of your MDC-1200 fleet.

Exclusive Auto-Range Transpond System — ARTS™ VX-354 VX-351
Only Vertex .Standard t?adlos are.de?5|gned to |rTfor.r11 you when you and another 417 (H) X 2.3” (W) X 1.3 (D)
ARTS™-equipped station are within communication range. If out of range for
more than 2 minutes, your radio senses no signal has been received and beeps
to alert you. The base station can then alert the field unit to move back in range.

A great solution to keep your workers coordinated.

Our number one goal is achieving superior customer satisfaction
by delivering products and services that exceed your expectations.

Vertex Standard radios are built to last and are backed by an industry-
leading 3 year warranty — another great reason to choose Vertex
Standard. Ask your Dealer for more details.




VX-350 Series

Vertex Standard

Additional Features

* |6 channel capacity

* Wide band coverage

* Six programmable keys (VX-354)

* Two programmable keys (VX-351)
 8-Character alphanumeric display (VX-354)
* RX/TX Battery power save

* DTMF ANI

* DTMF Speed dial

* Lone Worker

* 2-Tone Encode and Decode

* CTCSS / DCS Encode and Decode
* 5-Tone signaling

* Whisper

* Priority scan

* Dual Watch scan

* Follow-me scan

* Talk Around scan

* Radio-to-radio cloning

Accessories

* MH-360S: Compact speaker microphone

* MH-37A4B: Earpiece microphone

* MH-450S: Speaker microphone

* MH-45B4B: Noise cancelling speaker microphone

* VH-115S: Behind-the-head headset w/boom mic

* VH-215S: Over-the-head single-muff headset

* VC-25: Over-the-head VOX headset

* VH-1308S: 2-Wire earpiece w/palm mic and PTT switch
* FNB-V96LI: 2000 mAh Li-lon battery

* VAC-300: Desktop rapid charger

* DCM-I: Desktop charger mounting adapter

* VCM-2: Vehicle mounting adapter for VAC-300

* VAC-6300: 6-Unit multi rapid charger

LCC-351/S: Leather case w/swivel belt clip (VX-351)
LCC-354/S: Leather case w/swivel belt clip (VX-354)

Option Boards

* FVP-25: Voice Encryption & DTMF Paging

* FVP-35: Rolling Code Encryption

* FVP-36: Voice Inversion Encryption

* VME-100: MDC-1200® / GE-STAR® ANI Encode

Specifications are subject to change without notice or obligation.

VERTEX STANDARD is registered in the US Patent & Trademark Office. All other product or service names are the property of their respective owners. © Vertex Standard Co. Ltd. 2009
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General Specification

X-350 Series Specifications

VHF

~

Frequency Range 134 - 174 MHz | 380 — 470 MHz; 450 - 512 MHz
Number of Channels 16

Power Supply Voltage 74V DC+20%

Channel Spacing 12.5/20/25 kHz

PLL Steps 1.25/25/57625kHz 5/6.25kHz

Battery Life (5-5-90 duty)
2000 mAh FNB-V96LI

15.5 hrs (13 hrs w/o saver)

15 hours (12.5 hrs w/o saver)

IP Rating IP 55

Operating Temperature Range -22° F to +140° F (-30° C to +60° C)
Frequency Stability £2.5 ppm

RF Input-Output Impedance 50 Ohms

Dimension (H x W x D)

4.1 x 2.3 x 1.3 inches (105 x 58 x 33 mm) (w/FNB-96LI)

Weight (Approx.)

10.9 oz (310 g) (W/FNB-V96LI,ANT, belt clip)

Receiver Specification: measured by TIA/EIA-603

Sensitivity 12dB SINAD 0250V
Adjacent Channel Selectivity 65/ 60 dB
Intermodulation 65 /60 dB
Spurious and Image Rejection 65 dB

Audio Output

500 mW @ 4 Ohms 10% THD

Transmitter Specification: measured by TIA/EIA-603

Output Power

5/1W

Modulation

16KOF3E, | IKOF3E

Conducted Spurious Emissions

65 dB below carrier

FM Hum & Noise

45/40 dB

Qudio Distortion

<

3% @IkHz

(Applicable MIL-STD

J

MIL 810C MIL 810D MIL 810E MIL 810F
Standard Methods/ Methods/ Methods/ Methods/
Procedures Procedures Procedures Procedures
Low Pressure 500.1/Procedure | | 500.2/Procedure I, 1l | 500.3/Procedure I, Il | 500.4/Procedure I, 1l
High Temperature 501.1/Procedure | | 501.2/Procedure I, 1l | 501.3/Procedure I, Il | 501.4/Procedure I, 1l
Low Temperature 502.1/Procedure | 502.2/Procedure | | 502.3/Procedure I, Il | 502.4/Procedure I, 1l
Temperature Shock 503.1/Procedure | 503.2/Procedure | 503.3/Procedure | | 503.4/Procedure 1,11
Solar Radiation 505.1/Procedure | | 505.2/Procedure | Cat.Al | 505.3/Procedure | Cat.Al | 505.4/Procedure | Cat.Al
Rain 506.1/Procedure I, 1l | 506.2/Procedure I, 1l | 506.3/Procedure I, Il | 506.4/Procedure I, Il
Humidity 507.1/Procedure 1,1l | 507.2/Procedure |1, 11l |507.3/Procedure I, 1ll| 507.4/Procedure |
Salt Fog 509.1/Procedure | 509.2/Procedure | 509.3/Procedure | | 509.4/Procedure |
Dust 510.1/Procedure | 510.2/Procedure | 510.3/Procedure | |510.4/Procedure I, Il
Vibration 514.2/Procedure X | 514.3/Procedure | Cat. 10 | 5144/Procedure | Cat. 10 | 5144/Procedure | Cat.24
k Shock 516.2/Procedure 1,1,V | 516.3/Procedure I,V | 516.4/Procedure |,IV| 516.5/Procedure I,U

NSS350_12/2009




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)
  /PDFXOutputConditionIdentifier (CGATS TR 001)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF3053306e8a2d5b9a306f300130d330b830cd30b9658766f8306e8868793a304a3088307353705237306b90693057305f00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /NLD <>
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (RT AMT Settings - 600 dp)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (U.S. Web Coated \(SWOP\) v2)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
  /SyntheticBoldness 1.000000
>> setdistillerparams
<<
  /HWResolution [812 812]
  /PageSize [612.000 792.000]
>> setpagedevice


